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Portable CD Learning Center

Model CD102-PLC

The world’s most portable 4-person classroom learning center

1. CD-102 Personal CD Player
Programmable memory functions

• Line out connects jackbox for group listening functions
• Digital LCD status display, 60 second anti-shock 

system, digital bass boost
• CD-R/RW compatibility plays teacher created materials

2. Four 3060AVS Stereo headphones
• Fully adjustable with rugged ABS plastic for durability

3. Mini Stereo jackbox with individual volume controls
4. Foam-lined polyethylene Carry/Storage Case is ideal for 

itinerant teachers and situations requiring portability 
• One year warranty for school use - unlike media players 

purchased from consumer electronics stores whose 
warranties are voided if used in schools

Built for reliability in schools, the CD102-PLC
enables students to work in a group or at
their own pace for differentiated learning. It is
ideal for literacy groups, language learning
situations, ELL & ELD, libraries, Special
Education and Advanced Placement uses.

“Project Intercept"
Please contact us immediately if you experience any difficulties
with your CD102-PLC. Our “Project Intercept" customer 
service program will quickly repair or replace items under 
warranty. Simply contact us via phone or email 
rilane@califone.com. 

Visit our website at www.califone.com to learn more about the
complete line of Califone® audio products including: Wireless
public address systems, headphones & headsets, wireless
microphone systems, group listening centers, multimedia 
players and computer peripheral products. 

We are proud of helping teachers enhance student under-
standing and achievements since 1947, with your satisfaction
as our first priority.

This Listening Center carries a one year warranty with service
support available through authorized dealers nationwide.

CD-102 CD Player
Tracking system 1-beam laser
Laser pickup Semiconductor laser
D/A conversion 8-times oversampling digital filter +1 - bit DAC
Frequency response 20-20,000 Hz
Output 3.5mm Stereo headphone jack
Input DC 4.5V from external power,  AC adaptor

(included), built-in recharge system
Power DC 3V from 2AA Alkaline batteries (included)
Dimensions 5.4” W x 1.3” H x 6.1” D

3060AVS Headphones
Impedance 25 Ohms ± 5 Ohms
Frequency Response 20-20,000 Hz
Max Input 100 milliwatts
Input Connection 3.5mm, black jacketed, nickel plated stereo
Cord 8 feet

1114AVPS Stereo Jackbox
Input Four 3.5mm 
Volume Control Variable control on each headphone station

Total Package
Weight 4 lbs. with batteries, 5 lbs. shipping weight
Case Dimensions 11” x 5” x 14”

Safety Ratings CE/C-UL approved safe for use in school, 
business, church and government facilities

Warranty 1 year from date of purchase

For more information about any of the CD102-PLC Listening Center 
components, consult their individual spec sheets.
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